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Digital Measuring Instrument Panel

Background
In the process of Bridge Modernization and change to Smart ship, there was a market demand to digitally
change various analog indicators as follows, and we can benefit customers by developing D-MIP to meet

their needs and contributing to Bridge Modernization.

@ HEADING ® ENGINE RPM ® ECHO SOUNDER
@ MASTER CLOCK ® RATE OF TURN CLINO METER
® WIND SPEED @ SPEED LOG @ RUDDER ANGLE
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[DIGITAL MI PANEL]

Our new D-MIP provides Simple Installation/Maintenance and Improvement of Work Efficiency with
one DIGITAL 49.5" monitor (or two 27" monitors) as below.

Monitor panel
= Monitor panel specification

Type Color TFT Color TFT

abt. 750mm
E— Diagonal 27.0" 495"
g Colors 1.07 Billion 16.7 million
N
S Resolution 1920 x 1080 1920 x 540
(3
3 Contrast ratio 1000 4000
L Horizontal / Vertical 89 Horizontal / Vertical 89
Viewing angles dearee e
abt. 1350mm 9 9
Backlight type LED
_g; Brightness 1000 cd/m? 1500 cd/m?
~
S LED life time 50,000 h 70,000 h
(3
3 D'”E;”;')O”S 630(H) x 368.2(V) x22.9(D)  1232.4(H) x 363(V) x 10.7(D)
PITTERTS 750(H) x 450(V) 1350(H) x 450(V)

(Including bezel)
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System concept
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Key Features

Customizing Gauge types by ship

% Saving Cost of Laying Cable

/'% Improvement of System Stability with Enhance Visibility with Screen Magnification
L« BackupPC (Gauge type)
+ 2 ) )
& Enables Effective Maintenance and

N o R

- 9 System Management CCTV monitoring is available (Option)
ul

E-/“I Improvement of Navigator's work efficiency

In case of Engine RPM and ROT (Rate Of Turn : the rate a ship is turning in degrees per minute) separate
certified (MED, etc.) indicator to be installed according to SOLAS V/Reg.19.2.

Address : #76-58, Sandan 5-ro, Jeonggwan-Eup, Gijang-gun, Busan, Korea
Tel : +82-51-755-6191~4 Fax : +82-51-755-6195~6 www.iljinamst.co.kr




